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NOTES:
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SEE NOTE 5
ol
A\ (-
_ FOR MULTILANE DIVIDED HIGHWAYS AND
, ) ot MULTILANE ONE-WAY STREETS USE TWO
¢ 50" - 100 NOTE FLAGGING STATIONS EACH DIRECTION
. AND SIGNS ON BOTH SIDES OF ROADWAY.
DO
NOT
PASS HAUL ROAD OPERATION-TWO WAY

(DETAIL TC 13-2)

USE CHANNELIZING DEVICES AS PER

STD DWG TC 2A TO SEPARATE WORK ZONE
FROM TRAVEL LANE WHEN WORK DURATION
EXCEEDS 1 HOUR.

DO NOT ENCROACH INTO LANES.

SEE STD DWG TC 3A FOR TAPER., BUFFER ZONE
& SIGN SPACING CHART AND TRAFFIC CONTROL
DEVICE LEGEND.

INSTALL TYPE III BARRICADES WHEN
HAUL ROAD IS NOT IN USE.

APPLY DOUBLE YELLOW STRIPING BETWEEN
NO PASSING ZONE SIGNS.

PLACE "PASS WITH CARE” (R4-2) SIGN ONLY
[F PASSING [S ALLOWED DOWNSTREAM OF
WORK ZONE.

SEE STD DWG TC 3C FOR PROJECT LIMIT
SIGNING.

USE SAME SIGN SEQUENCE AND
SPACING FOR OPPDSITE DIRECTION
OF TRAFFIC.
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REVISIONS

REMARKS

JL | REVISED DRAWING, COMBINED NOTES, ADDED NOTES 5-7.
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